
NEVERLEAK™ Filter Leaf
optimized filter media
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FILTER MESH

GKD Microdur Filter Media Cloth
■ high strength, high tensile, high durability 
■ extremely low elongation potential
■ greatest flow rates at desired filtration rating 
■ long lasting

PZ Microdur (Reverse Plain Dutch Weave) The 
warp wires are smaller and spaced closer together 
than the weft wires. This weave allows the use of 
high tensile wire, which offers the most durable and 
stable fine filter cloth.

KPZ Microdur
(Reverse Twilled Dutch Weave) Woven 
with smaller warp wires that are closely 
spaced, with the larger weft wires tightly 

packed to yield extremely rigid cloth with filtration 
ratings to 45 microns.

   NOMINAL MESH MESH
  WIRE MICRON WEIGHT THICKNESS
MESH WEAVE TYPE DIAMETERS RATING (LBS./SF) (INCHES)

24 x 110 Plain Dutch .015 / .010 115 0.55 0.027

24 x 128 Plain Dutch - Twin Warp (2) .010 / .009 75 0.34 0.023

30 x 150 Plain Dutch - Twin Warp (2) .009 / .007 60 0.328 0.019

32 x 360 Dutch Twill .0094 x .0055 85 0.52 0.021

80 x 700 Dutch Twill .004 x .003 30 0.246 0.01

165 x 800 Dutch Twill .0028 x .0020 25 0.145 0.007

165 x 1400 Dutch Twill .0028 x .0016 15 0.147 0.0059

200 x 1400 Dutch Twill .0028 x .0016 10 0.156 0.0057

128 x 36 PZ80 - Reverse Plain Dutch .008 / .0157 80 0.54 0.03

171 x 46 PZ60 - Reverse Plain Dutch .0059 / .0118 60 0.43 0.022

287 x 61 PZ50 - Reverse plain Dutch .0059 / .0118 50 0.49 0.022

287 x 71 PZ40 - Reverse Plain Dutch .0036 / .0079 40 0.27 0.014

325 x 39 KPZ55 - Reverse Dutch Twill .0059 / .0118 55 0.56 0.029
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STANDARD FILTER MEDIA MESH

Plain Dutch Weave: Weave pattern where the 
warp wires are larger and spaced farther apart than 
the weft wires. Commonly used for pre-coat filters 
and vacuum filters.

Dutch Twill Weave: A Dutch Weave woven in 
a twill pattern enabling twice as many weft wires in 
the same area as a Plain Dutch Weave. This achieves 
a fine filter opening, typically produced in 10 mi-
cron or finer.

YMAX®: YMAX is a fiber-wire com-
posite made of stainless-steel with 
good cleanability, resistance to tem-
perature and is easy to backwash. Due 

to the multilayer structure, this product has an 
outstanding drainage-property and extreme pore 
stability. YMAX can be produced in filtration rates 
between 3-100µm, in variable widths up to 3.5m 
and lengths up to 20m.

Stainless steel filter media utilized in our filter elements is woven in GKD’s world leading weaving mills. 
Superior weaving technology plus superior design and fabrication capability results in the most reliable, 
highest quality finished product.
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